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Hydraulic Valves NV-Series
3/2 Valves

 Proven valve manufactured in high 
quantities

 Single valve or installation in 
blocks according to customer 
requirements

 Voltage controlled

 Optional with screening elements

Key-Features

 Mechanical and apparatus 
engineering

 Mobil hydraulics

 Healthcare

Applications

NV series hydraulic valves have been a proven solution for years as switching 
valves in the small hydraulic sector.

• 3/2 Version: Ideal for controlling single or double-acting hydraulic cylinders.

• Pressure Connection: Available with a magnetically unlockable check valve 
or an unlockable pressure maintenance valve.

• Sealing: Metallic sealing with hardened precision balls and embossed valve 
seats ensures durability.

• Reliability: Tested to automotive standards across a wide temperature 
range.

• Durability: Plastic-overmolded coil ensures longevity in harsh conditions.

• Modular Design: Valves can be combined in blocks per customer 
specifications or supplied as cartridge variants for installation in a defined 
bore.

• Additional Features: Sieves available at pressure and working connections.

Technical Data 

3/2 ValveType

Metallic sealing poppet valveDesign

3/2 P->A normally closedFunction

Hydraulic oilMedia

-20°C  - + 70°C Ambient temperature

0-200 barWorking pressure

≥ 300 bar Burst pressure

12 V, 24 V Standard voltages

8 W, 15 WPower consumption

IPX6KProtection class

Sealed plug-in system: FEP 42121600 Cod. 1Plug

Materials

PA6.6 GF30/CopperCoil

1.0715Patrone 

Electro-galvanized steelBracket

1.0718 Armature

All information is without guarantee. Misprints, errors and technical changes excepted.
Status 03/2025


