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Single Valve HSV04
2/2-way siphon protection valve

Single Valve HSV04

Key-Features

Technical Data 
Direct operated directional seat valve with solenoid actuationType

Normally closedFunction

Extra-light heating oil according to DIN 51603-1Media

-20°C up to  + 60°C Ambient temperature

max. 120 l/h 
p: 50 mbar at 80 l/h 
p: 100 mbar at 120 l/h 

Medium viscosity

≥ 10 bar Burst pressure

230 V 50 Hz (other voltages available)Standard voltages

Ca. 500 gTotal weight

Materials

Cu Zn39 Pb3Valve body

1.4303Guide tube

1.4105Core

1.4105Armature

Sealing materialTemperatureMedia

Trade nameAbbreviation RAPA

FKMV-20°C bis +60°CLight heating oil EL According 
to DIN 51603-1

Functional values (up to media viscosity 30  ௠௠ଶ

ௌ
)

Operating pressure 
[bar]

~

Sealing 
material

Kv-value
[l/min]

Nominal width 
[mm]

Connection

-0,9 - 3 barV65G 3/8

 Directly controlled directional seat valve 
with solenoid actuation

 Normally closed

 For installation in oil-carrying suction and 
supply lines seals matched to light 
heating oil

 Immediately shuts off the oil supply when 
the burner is at a standstill

 Prevents the oil tank from leaking in the 
event of a brak in the in the suction line 
or malfunction of  the burner

 Overheating-proof even when locked in 
open position (up to 40°C)

 Can be used in all oil firing systems

 TÜV-certified in accordance with DIN EN 
12514-2

 General building authority approval no. Z-
65.50-443 

 Built in filter

All information is without guarantee. Misprints, errors and technical changes excepted.
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Dimensional Drawing

HSV04

Note for installation:
• As short a connection as possible between the tank tapping fitting and the siphon 

protection valve
• Installation above the highest possible level of the oil level in the storage tank

All information is without guarantee. Misprints, errors and technical changes excepted.
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